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1 PREQUISITE INFORMATION 

 
Sopro-Imaging DICOM is an optional module which can be activated by registering the functionalities. 
Before the system is functional DICOM features must be configured. Please gather the following information before to begin: 
 

SERVICE CLASS PROVIDER HOSTNAME PORT AE TITLE 
WORKLIST    
STORAGE    

QUERY / RETRIEVE    
PRINT    

 
For the retrieve service, it is necessary to configure on remote server: Sopro-Imaging hostname, port number and AE title. 
Sopro-Imaging value are the following: 
 

• AE Title: TRIUM_AE 
• SCP PORT: 40001 
• SOPRO-IMAGING HOST NAME: see the computer name in “CONTROL PANEL\SYSTEM” 

2 SOPRO-IMAGING DICOM LICENSING 

Open SOPRO-IMAGING, select Help tab à Activation and enter a valid DICOM license. 

 
 

3 ENABLE DICOM LINK 

After the registration of the DICOM Tools, proceed with the configuration of the tools you need, opening SOPRO-IMAGING 
setup, as in the image below: 
 

 
 
First, configure the SOPRO-IMAGING setup as in the previous picture, to enable DICOM link in SOPRO-IMAGING. 
Then proceed with the DICOM configuration, clicking on DICOM Setup button. 
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4 DICOM CONFIGURATION 

1. COMMON SETTINGS - SETTINGS 

 
 
This window allows to configure the common settings related to DICOM. Section Settings:  
 

- Application Entity Title: The externally known name of an application entity, used to identify Sopro-Imaging to 
other DICOM applications on the network.  

- Maximum PDU: Maximum size packet that Sopro-Imaging can receive for DICOM messages.  
- Character Set: The character set used to save the DICOM files.  
- DICOM Save Mode: The transfer syntax used to save the DICOM files. 
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2. COMMON SETTINGS – TRANSFER SYNTAX 

 
 
This window allows to configure the default transfer syntax used by SOPRO-IMAGING.  
The transfer syntax is the encoding used for exchange of DICOM information objects and messages. During the 
communication process, SOPRO-IMAGING will try to use the transfer syntax specified in the ‘Transfer Syntax’ grid.  

You can add a new transfer syntax with the  button or you can remove an existing one with the  button.  
Sopro-Imaging uses the transfer syntax in the order specified in the ‘Transfer Syntax’ grid. To change the order, use the 

buttons  and . 
 

3. SOP CLASSE 

 
 
This window allows to configure the sop classes used by SOPRO-IMAGING during the creation of the DICOM objects.  
Section Sop Classes:  
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- PAN: sop class used for PAN exams.  
- CEPH: sop class used for CEPH exams. 
 - CBCT: sop class used for CBCT exams.  
- Intraoral scanner: sop class used for phosphor plate scanner exams.  
- Intraoral sensor: sop class used for intraoral sensor exams.  
- Camera: sop class used for intraoral camera exams.  

NOTE: if the acquisition is done following the worklist workflow, the SOP class is set according to the information coming 
from the worklist service. 
 

4. APPLICATION ENTITY 

 
 
This window allows to configure the application entities used by the DICOM network.  
 
The available functions are: 

-  Add a new application entity. 
 
To add a new application entity, enter the following data in the application entity data window: 

 
 
Title: The externally known name of an Application Entity, used to identify a DICOM application to other DICOM 
applications on the network.  
Host Name: IP address used by the application entity.  
Port: Port number used by the application entity 

 

-  Edit the current application entity. 



 

01145-EN—B (2023-08_IFU_MajorUpdate) 
7 / 19 

EN 

-  Delete the current application entity. 

-  The function allows to verify whether the remote DICOM system, identified by the current 
application entity, is active and can be reached on the network. 

 

5. STORAGE 

 
 
This window allows to configure up to three DICOM storage services.  
Section Settings:  

- Storage Application Entity: the application entity used for the storage service.  
- Annotation checkbox: archive images with/without annotations.  
- Processing: archive images with/without filters applied. 

 

 The function allows to verify whether the remote DICOM system, identified by the storage application 
entity, is active and can be reached on the network. 
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6. STORAGE – TRANSFER SYNTAX 

 
 
This window allows to configure the storage transfer syntax used by Sopro-Imaging.  
If the ‘Transfer Syntax’ grid is empty, the Sopro-Imaging will use the default transfer syntax instead.  
The transfer syntax is the encoding used for exchange of dicom information objects and messages.  
During the communication process, Sopro-Imaging will try to use the transfer syntax specified in the ‘Transfer Syntax’ grid.  

You can add a new transfer syntax with the  button or you can remove an existing one with the  button.  
Sopro-Imaging uses the transfer syntax in the order specified in the ‘Transfer Syntax’ grid. To change the order, use the 

buttons  and . 

7. WORKLIST 

 



 

01145-EN—B (2023-08_IFU_MajorUpdate) 
9 / 19 

EN 

 
This window allows to configure the DICOM worklist service.  
Section Settings:  

- Worklist Application Entity: the application entity used for the Worklist service. 

 The function allows to verify whether the remote DICOM system, identified by the worklist 
application entity, is active and can be reached on the network.  
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8. WORKLIST – TRANSFER SYNTAX 

 
 
This window allows to configure the worklist transfer syntax used by Sopro-Imaging.  
If the ‘Transfer Syntax’ grid is empty, the Sopro-Imaging will use the default transfer syntax instead.  
The transfer syntax is the encoding used for exchange of dicom information objects and messages.  
During the communication process, Sopro-Imaging will try to use the transfer syntax specified in the ‘Transfer Syntax’ grid. 

 You can add a new transfer syntax with the  button or you can remove an existing one with the  button.  
Sopro-Imaging uses the transfer syntax in the order specified in the ‘Transfer Syntax’ grid. To change the order, use the 

buttons  and . 
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9. QUERY RETRIEVE 

 
 
This window allows to configure the DICOM query / retrieve service.  
Section Settings:  

- Query Retrieve Application Entity: the application entity used for the Query Retrieve service. Section Port:  
- Query Scp Port: port used by the service class provider (scp) in the query process. (Must be the same as in the PREQUISITE 
INFORMATION / SCP PORT part). 

 The function allows to verify whether the remote DICOM system, identified by the worklist application 
entity, is active and can be reached on the network.  
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10. QUERY RETRIEVE – TRANSFER SYNTAX 

 
 
This window allows to configure the query retrieve transfer syntax used by SOPRO-IMAGING.  
If the ‘Transfer Syntax’ grid is empty, the Sopro-Imaging will use the default transfer syntax instead.  
The transfer syntax is the encoding used for exchange of DICOM information objects and messages.  
During the communication process, Sopro-Imaging will try to use the transfer syntax specified in the ‘Transfer Syntax’ grid.  

You can add a new transfer syntax with the  button or you can remove an existing one with the  button.  
Sopro-Imaging uses the transfer syntax in the order specified in the ‘Transfer Syntax’ grid. To change the order, use the 

buttons  and . 
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11. PRINTERS 

 
 
The available functions are:  
 

• New: add a new Application Entity together with its relevant information:  
Printer Application Entity Info - allows to load the AE data from a selection menu Application Entity. 
Printer Identification - allows to setup a Name and Description to identify the printer and the print size 

selected in the next session. 
Printer Settings - allows to setup the film size and other technical parameter of the printer. 

• Edit: Edit the settings above for the selected printer  
• Delete: delete the selected printer  
• Verify connection: Verify the connection with the selected printer. 
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12. CUSTOMIZE PRINTER SETTINGS 

 
 
This window allows to manage different printer settings, like:  
- Edit/add/remove film destinations  
- Edit/add/remove film sizes  
- Edit/add/remove medium types 
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5 USE OF THE SOPRO-IMAGING DICOM 

1. WORKLIST 

1. Run SOPRO-Imaging to start the Worklist. 
2. Choose a patient and then double click on it to import it into Sopro Imaging. 

 

 

 
 
From the Patient folder, you can acquire X-Ray (CR modality) and camera (OT modality) images.  
To change patient, click on “Patient / Search…” to display the Worklist again. 
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2. STORAGE 

The user has 2 possibilities to store images: 
- Single image: right-click on the image and select “DICOM Storage”. 
 

 
 
- Multiple images: Open the “Image” tab and click on “DICOM Store…”. Select the images and click on “OK”. 
 

  
 

 
OK for Storage. 
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3. PRINT 

The user has two possibilities to print images: 
- Single image: right-click on the image and select “DICOM Print”. 
-  

 
 

- Multiple images: open the “Image” tab and click on “DICOM Print…”. Select the images and click on “OK”. 

 
 
The report editor is opened. 
You must select Standard printers or Custom printers and select OK. 
 

 
 
 
fill in the different fields. 
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Click on the Print button  
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4. SEARCH PATIENT 

 

 
 
If the patient is present into the Worklist, select it and click ‘’OK’’.  
If the patient is not displayed, click on “Research”. 
In all Patient, Procedure, DICOM fields, enter at least the first character of the DICOM id or the patient name and click on 
“Download” to display the research. 
Select the searched patient and double click on it to open the folder.  
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